
MIC-AMP F311
2/4 - KANAL MIKROFON-VORVERSTÄRKER

2/4 - CHANNEL MICROPHONE PREAMPLIFIER

2/4-ch MIKROFON-VORVERST. MIC-AMP F311

Zwei- oder vierkanaliger, äusserst rauscharmer
Mikrofonvorverstärker mit exzellenten Klangeigen-
schaften und guter Ausstattung.
Ideal zur Ergänzung von Mischpulten mit unbefriedigen-
den Vorstufen oder für "Direct to Tape"-Aufnahmen.

Ausstattung:

- Elektronisch symmetrische Eingänge über XLR
- präzise Stufenschalter zur Einstellung der Verstärkung
- 0 ... +66 dB schaltbar in 12 Stufen à 6 dB

- Schaltbarer Lo-Cut, 12 dB/Okt.
mit 70 Hz Eckfrequenz

- Noise -129 dB bei 60 dB Verstärkung
- extrem breitbandig 5 Hz - 150 kHz @ - 3dB
- 7-stufige Pegelanzeige, -36 … 0 dBr,
intern kalibrierbar

- Elektronisch symmetrische Ausgänge über XLR
- Unsymmetrische Ausgänge über Cinch
- Phantomspeisung 48 Volt für je 2 Kanäle schaltbar

Versionen: F366-D(ual) = 2-kanaliger Vorverstärker
F366-Q(uad) = 4-kanaliger Vorverstärker

- Phasenumkehr schaltbar

2/4-ch MICROPHONE PREAMP MIC-AMP F311

Two- or four- channel ultra-low noise
microphone preamplifier with excellent audio
performance and above average features.
Ideal for bypassing insufficient mixing console
preamps or for " direct-to-tape" sessions.

Features:

- Electronically balanced input via XLR
- Precise step switches for gain adjustment
- 0 ... +66 dB switchable in 12 steps of 6 dB
- Phase reverse switchable
- Switchable Lo-Cut, 12 dB/oct.,
with 70 Hz corner frequency

- Noise -129 dB at 60 dB gain
- wide band operation 5 Hz - 150 kHz @ -3 dB
- 7-step level meter, -36 … 0 dBr
may be calibrated internally

- Electronically balanced outputs via XLR
- unbalanced outputs via RCA
- Dual channel switchable 48 V phantom powering

Versions: F366-D(ual) = 2-ch Mic Preamplifier
F366-Q(uad) = 4-ch Mic Preamplifier

TECHNICAL DATA MIC-AMP F311

Inputs:
Input CMRR:
Max. input level:
Gain:
Gain accuracy:
Lo-Cut:
THD+N:
Noise:
Frequency range:

Internal bandwidth:
Max. output level:
Output CMRR:
Output impedance:
Meter range:
Power supply:
Dimensions:
Case:
Front:

Available Versions:

2/4, electr. balanced, 5 kohms
> 80 dB (@ 15 kHz / +60 dB)
> +21 dBu
0 ... +66 dB (12 steps @ 6dB)
+/- 0,25 dB
70 Hz (-3 dB)
< 0,001 %
-129 dB (@ 60 dB gain)

10 Hz … 20 kHz (-0,1 dB)
5 Hz ... 150 kHz (-3 dB)

200 kHz (@ +60 dB gain)
> +21 dBu (in 600 ohms)
> 60 dB (@ 15 kHz)
< 1 ohm
-36 … 0 dBr, adjustable
230 / 115 V AC, 15 VA
483x44x166 mm (WxHxD), 19", 1U
Stainless steel
Front dark grey

F311-D(ual) = 2-ch Mic Preamp
F311-Q(uad) = 4-ch Mic Preamp

LAKE electronic GmbHPEOPLE

Picture shows F311 Q(Quad) with 4 channels

115 / 230 VAC
15 VA

FUSE INSIDE

LAKE PEOPLE
MIC-AMP F311

SERIAL No

GND LIFT
MADE IN GERMANY

VOR DEM ÖFFNEN NETZSTECKER
ZIEHEN!! PULL MAINS BEFORE
OPENING!! AVANT D´OUVRIER
RETIREZ LA FICHE MALE!!
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XLR WIRING:
Pin 1 = GND
Pin 2 = HOT

Pin 3 = COLD

XLR WIRING:
Pin 1 = GND
Pin 2 = HOT

Pin 3 = COLD

INPUT CONNECTION:
IN CASE OF

TERMINATION:
MUST BE !!
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PIN 3 GROUNDED

OUTPUT CONNECTION:
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